Tiny CAS Release Note

Revision History
	Date
	FW Version
	Author
	Description

	2009/9/30
	V01.01
	Robert Lee
	TinyCAS initial release

	2009/10/5
	V01.02
	Robert Lee
	Add FTP data log transfer function.

	2009/10/21
	V01.03
	Robert Lee
	Improve NTP server compatibility

Add connectivity to channel archive engine (DBE_LOG process)

Improve robustness for multiple PVs read/write


NTP Server

	Name
	URL
	Comment

	Meinberg
	http://www.meinberg.de/english/sw/ntp.htm
	Free

	PresenTense NTP server
	http://www.bytefusion.com/index.htm
http://www.bytefusion.com/windows-time-server/xp-2000-time-server/ntp-windows-time-server/ntp-time-server-windows-time-server.htm
	USD 195.95

More versatile
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Introduction
TinyCAS is an EPICS CAS running on Netburner NNDK-MOD5282-KIT. The solution is incomplete but workable with archive engine and MEDM program. For more information, please refer to TinyCAS.ppt.
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Known Issues

	IP Security allows None, Read-Only and Read-Write. No Write-Only privilege.
	
	

	Host User Security allows None and  Read-Write. No Write-Only and Read-Only previleges.
	
	

	A/D accuracy is not good enough
	
	


Regression Test

	Log function
	Comments
	PASS/FAIL

	log file use UTC time
	e.g. Set time to 2009-10-31 23:59:50. No new directory will be generated when time change to 2009-11-01 00:00:10
	PASS

	log file directory auto generation when day change
	Directory use UTC time
e.g. Set time to 2009-11-01 00:07:50. New directory “200911” will be generated when time change to 2009-11-01 00:08:10
	PASS

	log data AutoDel function test
Make SD card full to check the function
	
	PASS

	Configuration parameter setting test
	
	

	Time zone setting in cassetup.ini
	
	

	Archive engine connectivity test

Archive viewer test
	
	PASS

	Test command
	　
	

	DBL
	
	PASS

	DIR
	
	PASS

	DIR –dYYYYMM

DIR –d*
	Show all files in directory [YYYYMM]
Show all directory in root
	PASS

	GETTIME
	
	PASS

	GETNTP
	Get time from NTP server
	PASS

	GETDATA
	
	PASS

	GETNAME
	
	PASS

	HELP
	
	PASS

	LOG 2
LOG 2,1

LOG 1,1
	Text, interval=1
Text, interval=1

binary, interval=1
	PASS

	MOUNT
	
	PASS

	RESET
	
	PASS

	REBOOT
	
	PASS

	RMDIR
	
	PASS

	SETTIME YYYY:MM:DD hh:mm:ss
	
	PASS

	SOUT <n>, n=0 or 1
	
	PASS

	Network function
	　
	

	DHCP function
	
	

	Recover after network cable is reconnected
	
	PASS

	iaNetMask IP in cassetup.ini
check broadcast IP address
	
	

	UDP 5066 channel communication
GETTIME, SETTIME, GETDATA, GETNAME
	
	PASS

	NTP function with Meinberg NTP server
	
	PASS

	Get time from RTC chip when NTP fails
	
	PASS

	Authorization (Security)
	　
	

	authorized IP read/write test
172.16.1.203: read only
172.16.1.201: read/write
	
	

	authorized host and client test
	
	

	FTP file download test
	
	PASS

	CA utility test
	　
	

	caget
	
	PASS

	caput
	
	PASS

	camonitor
	
	PASS

	multiple camonitor running
	
	PASS

	MEDM program test
	#medm –x nbcas.adl
	PASS

	MEDM s0 read/write test
	#camonitor nbcas255:s0
	PASS

	MEDM s1 read/write test
	USB virtual port is not working when VMware is running. Might be resource conflict.
#camonitor nbcas255:s1
	PASS

	
	
	


